
Specifications:

PART NUMBER 5536

CASE TYPE DIN L3

TECHNOLOGY AGM

VOLTAGE 12

CCA 760

RC (MINS) 120

AH (20HR) 70

LENGTH (MM) 278

WIDTH (MM) 175

HEIGHT (MM) 190

NOMINAL WEIGHT (KG) 20.6

POST ASSEMBLY C

POST TYPE STD

LEDGES LS

FEATURES RP

Absorbent Glass Mat (AGM) batteries are sealed, maintenance free 
batteries which deliver higher cranking, cycling performance and 
durability when compared to an equivalent sized EFB or Calcium 
battery. Many vehicles with Stop Start technology are fitted with AGM 
batteries, as well as modern vehicles that have higher power and 
durability demands.

Features and benefits:
• 2 year standard warranty & long cycle life

• Suitable for under bonnet application and dual battery systems

• Thicker plates with high density active material for durability  
and performance & excellent vibration resistance 

Cross reference guide:

Ledges
LS – Ledges on long side
SS – Ledges on short side

Features
RP – Recessed post
SC – Spiral construction
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AC DELCO S57090AGM

DELKOR LN3 AGM

BOND/ DEKA 9AGM48/ 9A48

BOSCH LN3

CENTURY, YUASA & BESCO DIN65LHAGM

EXIDE & MARSHALL X66HAGM

LION AGM70L3

SUPERCHARGE MF66HSS
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Post Type

STD
Standard

DF
Dual Fit

LUG
Lug

SML
Small

TP
TOP

MT
Marine Twin

SIDE
Side Terminal

M8
M8 Thread

Post Assembly
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