
Specifications:

PART NUMBER 3664

CASE TYPE DIN LN3

TECHNOLOGY CALCIUM

VOLTAGE 12

CCA 720

RC (MINS) 120

AH (20HR) 75

LENGTH (MM) 279

WIDTH (MM) 175

HEIGHT (MM) 190

NOMINAL WEIGHT (KG) 18.40

POST ASSEMBLY C

POST TYPE STD

LEDGES LS/SS

FEATURES RP

Starting - Calcium 
Our batteries are designed for Australia’s punishing terrain. We source 
from the world’s leading manufacturers and validate batteries in 
our Australian lab to ensure quality, reliability and performance. Our 
comprehensive battery range includes batteries for virtually any car, 
truck, tractor, marine and 4x4 application.

Features and benefits:
•	 Supports basic SLI (starting, lighting & ignition) application 
•	 Exceptional and reliable starting performance
•	 Fully sealed and maintenance free design
•	 Built tough to suit Australian conditions

Cross reference guide:

3664
Product Specifications

CLUB ASSIST 3664

PREDATOR MF66H

AC DELCO S56838 / AD56638 / S57220

DELKOR 57218 / 58012

BOND / DEKA 366 / 466SMF / 466

BOSCH 56638 / 574035

CENTURY, YUASA & BESCO DIN65LH / DIN65LHMF

EXIDE & MARSHALL DIN66HMF / 66HMF

LION 457T

SUPERCHARGE MF66H

Club Assist
Eagle House, Level 8, 473 Bourke Street, Melbourne Victoria 3000
(03) 9797 8600  |  clubassist.com.au

Ledges
LS – Ledges on long side
SS – Ledges on short side

Features
RP – Recessed post
SC – Spiral construction

Post Assembly
C

Post Type

STD
Standard


